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INSTALLATION NOTE: MANIFOLD MUST.343i1760
0.0278 Tw
(Plumbing Specifications)Tj
/F2 1 Tf
9.5 0 0 9.5 310 608 Tm
-0.0001 Tc
0.0266 Tw
(• 1/2 Inch Pipe Copper Solder Unions at water inlets)Tj
T*
0 Tc
(• Soft Nose Union Between Solenoids)Tj
T*
-0.0001 Tc
[(• Includes F)23.1(our Fitting Kits Each Containing: )]TJ
2.1289 -1.2105 TD
0 Tc
[(• T)129.7(wo 3/8 NPT to 3/8 T)129.7(ube)]TJ
T*
(• One 0.5 gpm Flow Orifice)Tj
T*
[(• )11.7(One 3/8 NPT to 3/8 NPT Coupling)]TJ
T*
[(• 40 F)23.2(eet 3/8 O)41.8(.)0.3(D)37.1(.)-0.1( Nylon T)129.7(ubing)]TJ
/F1 1 Tf
10.5 0 0 10.5 310 518.9999 Tm
0.0279 Tw
(Solenoid Specifications)Tj
/F2 1 Tf
9.5 0 0 9.5 310 507.5 Tm
-0.0001 Tc
0.0267 Tw
[(• 24 V)18.5(AC – 50/60 Hz Operating V)37(oltage)]TJ
T*
0 Tc
0.0265 Tw
[(• Current: In Rush 12 V)18.6(A)0( (500 mA) Holding 4.63 V)18.6(A)0( (193 mA))]TJ
T*
[(• P)27.9(ower Consumption: 7 W)18.6(A)37.4(T)-23.2(T)0(S)]TJ
T*
-0.0001 Tc
[(• 160°F Maximum water temperature)]TJ
T*
(• Brass body w/integral ‘Y’ strainer (80 mesh))Tj
T*
(• Stainless steel valve seat)Tj
T*
0 Tc
(• Includes 15’ cable w/ 6 position, 4 pin RJ-11 connector (to)Tj
0.8816 -1.2105 TD
(connect to MICRP.S(m 9sctor8f1 Tgl Bri4r‘9407 430.404.69 Tm79 Tw®m 9sf
9.5 0 0 9.4P)26799.4P).5 Tm
-0.0001 T(h Corollersh))TJ
/F1 1 Tf
10.5 0 0 10.5 31407 5 Tm
-0.0201 T(Accnleorieons)Tj
/F2 1 Tf
9.5 0 0 9.5 3139507.5 T001 Tc
0.0267 Tw
[(MCR 86-200(T)732(200‘et 3/8 O)41.8(.)0.3(D)37.1(.)-0.1( Nylon T)129.7(ubing)]TJ
T*
-0.0001 Tc
[(MCR 41-A)-371)23.20’ Three 7 -Wire ExtensUnioCordng Kge


