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SECTION 11 13 33 

LOADING DOCK FALL PROTECTION 
 

 
 
 

PART  1  GENERAL 

1.1  SUMMARY:  Section includes permanent, free-standing loading dock guardrail systems and swing 
gates. 

A.  Safety Guardrail system. 

B.  Manual-closing swing gates.  

C.  VersaGate self-closing gate system. 

D.  SentryGuard single opening and split opening gate systems. 

1.2  RELATED SECTIONS 

A.  Section 05 52 17 - Safety Railings 

B.  Section 13 44 13 - Mezzanine and Rack System Safety Gates. 

1.3  REFERENCES 

A.  29 CFR 1926 - Safety and Health Regulations for Construction, Subpart M-
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intersecting rails on the same plate. 
e.  Anchor Bolts: 1/2 inch (12.5 mm) by 4-1/2 inch (114 mm) expansion bolts. 
f.  Finish:#!>?:@A#?:BC%D#2:E&%C#4E$%&A#A%;;:B-#!F:&#C0??%C#<E;GE10H%C-#

!ID230&%2&#4?%20$0%C#294&:+#?:BC%D#2:E&#2:;:D-= 
4.  Securing Pins. 

a.  Material: 1038H cold rolled steel. 
b.  Lock: Klick-pin attached to chain to lock into pin shaft. 
c.  Finish: Electroplate and zinc dichromate dipped. 

B.  Manual-Closing Swing Gate System: Gates with lengths of 4 feet to 12 feet wide used in 
conjunction with RailGuard 200 systems. Tool-free installation. 
1.  Meets OSHA 1910.23(a)(2). 
2.  Rails: 1-
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PART  3  EXECUTION 

3.1  EXAMINATION 

A.  Do not begin installation until substrates have been properly prepared. 

B.  If substrate preparation is the responsibility of another installer, notify Architect of 
unsatisfactory preparation before proceeding. 

3.2  PREPARATION 

A.  Clean surfaces thoroughly prior to installation. 

B.  Prepare surfaces using the methods recommended by the manufacturer for achieving the 
best result for the substrate under the project conditions. 

3.3  INSTALLATION 

A.  Install in accordance with manufacturer's instructions. 

B.  Before installation, inspect all parts to insure no damaged parts are used. 

C.  Railing must be secured to base with securing pins. 

D.  Install base mounts spaced to receive rail sections. 

E.  Anchor base mounts to concrete substrate with expansion bolts or to steel edge angles with 
appropriate threaded anchors. 

3.4  PROTECTION 

A.  Protect installed products until completion of project. 

B.  Touch-up, repair or replace damaged products before Substantial Completion. 
 

END OF SECTION 


